PICTURES FOR INSTALLATION INSTRUCTIONS

WARNING: NEVER ENTER A SEPTIC TANK. SEPTIC GASES ARE TOXIC AND CAN
CAUSE ILLNESS OR DEATH. AVOID PROLONGED EXPOSURE TO THESE GASES.

Picture #1 - Septic tank exposed  Picture #2 — Risers installed

Picture #4 — PVC air pipe into riser Picture #5 — Septic Genie unit being lowered into tank
with vertical air pipe glued into receiver

Picture #6 — Air pipes ready to cut  Picture #7 — Pipes cut and connected  Picture #8 — Completed
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Picture #9 — Septic Genie start up - notice surface agitation and liquid mounding over Genie unit.

INSTALLATIONS IN CONTROLLED ENVIRONMENTS

Picture #10 — Install in garage (notice the cut piece of clear tubing connected to the air pump outlet port)
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Picture #11 — Install in basement Picture #12 — Install in garden shed

Picture #13 — PVC air line exiting basement installation by drilling 15/16ths hole through rim joist or joist
blocking.
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Picture #14 — Foam insulated air pipe inside a two-inch pipe for installation horizontally in a trench

If you have questions or concerns about the installation or operation of your Septic Genie, please contact
SepticGenie.com for technical support.

SepticGenie.com
888-487-7772
iInfo@septicgenie.com

SEPTIC GENIE NOTICE OF RESPONSIBILITY: As SepticGenie.com and SepTech Pirana System do not
control the handling, installation, use and operation of its products offered and sold, SepticGenie.com and
SepTech Pirana System do not assume any responsibility whatsoever for any and all claims, consequences and/or
conditions arising out of the handling, installation, use and operation of its products offered and sold.
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